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Approve Production

2018-6-4 2018-6-4 

WHP03700PRKQA6JT6 

Specification table (frequency conversion) 

I. the compressor specifications:

1. SCOPE
This specification is applied to SHANGHAI HIGHLY rotary compressor.

2. SPECIFICATION OF COMPRESSOR

2.1 Model
2.2 Power source inp ut to i nverter

WHP03700PRKQA6JT6 

220V/50Hz/1Ф(for reference) 

2.3 Application Heat pump water heater 

2.4 Refrigerant R-290 

2.5 Compressor Cooling Forced air 

2.6 Displacement 16.2ml/rev （ single-cylinder ）

2.7 Nominal Heating Ca pacity 3750W  （at 3600 min-1） 

2.8 Motor input 
790W  （at 3600 min-1） 

  2.9 COP(see*) 4.75   （at 3600 min-1） 

2.10 Current 2.90A  （at 3600 min-1） 

2.11 Motor type Direct current brushless  motor 

2.12 Allowable frequency range 1000～7200 min-1 
2.13 Rated condition ASHRAE 

Rotational speed  3600 min-1 
Evaporating temp. 7.2 ℃ 
Condensing temp. 54.4℃ 
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Liquid temp. entering expansion valve. 46.1℃ 
Return gas temp. 35.0℃ 
Ambient temp. 35.0℃ 

E 

* COP=
 Heating capacity   (W) 

  Motor input  (W) 



▲具体参数 能作为认证信息，以最终提 的正式协议书参数为准！  
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：OUTLINE DRAWIN 



▲具体参数不能作为认证信息，以最终提供的正式协议书参数为准！  
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：TERMINAL PART ASSY 



Anwendungshinweise für DC Inverter Kompressoren zur Drehzahlregelung
Instruction for DC inverter compressor rotation speed control 

Drehzahländerung /Speed change rate: <=  133min-1/s 
Max und Min Drehzahl in den einzelnen Spezifikationen

Max and min speed is showed in the specification 

(1) Vom Start zur gewünschten Drehzahl / From starting to normal running 

Rotation speed
Drehzahl 

·---�

>=  1 min 

(2) Niedrige Drehzahl und unregelmäßiger Betrieb / Low speed un-continuosly running 

Drehzahl / Rotation speed 

>=  1 Os
I- -I 

>=  2200 min-1 

Min. Drehzahl / Speed 

----
>= 1 min 1 

1<--------->; 

>= 3 min 

(3) Abtauung / Defrost mode (unter Verwendung eines 4 Wege Ventiles / by using 4 way valve) 

Drehzahl / Rotation speed 

Max Drehzahl /  Max speed 

Max. Drehzahl / Speed

- 1 

2400m in 

4 Wege Ventil Umschaltung
4 way valve shift 

Zeit / Time 

Zeit / Time 

Zeit / Time 

SHEC 

2200~3600min-1




